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• Design certified to AS4100,
AS1170, ASCE7 for 41m/sec
(147km/hr) 90mph unfactored
wind velocity*

• Waterproof, fire rated membrane
with self-cleaning top finish

• High strength galvanised steel
frame to AS1163

• Stainless steel cable and fittings

• Fire resistance to AS1530,
NFPA701, UL214 and other
worldwide standards

• MEMBRANE: Up to 60 colours

• FRAME: All Dulux/RAL
powdercoat colours

• Anti-graffiti frame finishes

• Membrane graphics

• Spigot baseplates

*Typical footing details provided

• CUSTOM SIZES AVAILABLE AT MINIMAL COST •

STANDARD MODELS SPECIFICATIONS

OPTIONS

4m–8m 6m–12m

4m–8m 4m–8m

SQUARE SERIES

RECTANGULAR SERIES
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RIDGELINE™
combines expert design 
with quality membrane and 
hardware to produce a low 
maintenance, high wind 
capacity shade structure.

RIDGELINE™ delivers 
100% UV protection, stable 
tensioned waterproof 
membrane, and robust 
corrosion free frame and 
stainless steel fittings.

RIDGELINE™ is an 
ideal “fix and forget” site 
application for:

• EDUCATIONAL
• MUNICIPAL
• COMMERCIAL
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Waterproof 100% UV Blockout Fabric
Stainless Steel Cable and Fittings
Galvanised Frame with Optional Colours
High Wind Load Capacity
10 Year Structural Warranty

see www.tensionspan.com for your local representative

http://www.vesl-tensionspan.com/

